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PREMIUM

Golvfrasmaskin FPE250

Arbetsbredd 250 mm

Different motors: 7.5 kW
electric or petrol version
with 9 or 13 HP

The speed-controlled drive
unit ensures consistent and
even feed

Versatile and durable cutter
drum assemblies

The FPE250 is the right machine to texturing, scabbling, planing of

start concrete renovation and floor concrete or asphalt surfaces. The
gutting. With a multitude of tool FPE250DU and FPG250DU are
options, you can find a suitable equipped with their own drive unit.
solution for almost every construction  The feed speed is infinitely variable.
site. Its main applications include The user can work fatigue-free and
removal of coatings and hard achieve even milling surface.

concrete, milling of grooves or joints,



GOLVFRASMASKINER

System och tillbehor

Tekniska data

Frasmaskin for golv FPE250 FPE250DU FPG250 FPG250DU
Spanning/frekvens 400V /50 Hz 400V /50 Hz Bensin Bensin

Typ nr. 11002924 11002925 11002926 11002927
Arbetsbredd 250 mm 250 mm 250 mm 250 mm

Kraft (drivmotor) 7,5 kW 7,5 kW (0,2 kW) 9 HP 13 hk (0,2 kW)
Strémférbrukning 148 A 16 A - -

Hastighet (drivmotor) 2880 varv/min 2880 rpm (3000 rpm) 3000 varv/min 3600 rpm (3000 rpm)

Verktygets hastighet 1571 varv/min 1571 varv/min 1667 varv/min 1571 varv/min
Kylning av motor Luft Luft Luft Luft
Vakuumanslutning 70 mm 70 mm 70 mm 70 mm
Tillampning Torr Torr/vat (tillval) Torr Torr/vat
Utformning

Hojdjustering med handratt . . . .
Spak for snabblyft . . . .
Remspénnare med slitstark kuggrem . . . .
Anslutning fér dammsugare . . . .
Matt och vikt

Langd 1000 mm 1000 mm 1000 mm 1070 mm
Bredd 490 mm 490 mm 490 mm 490 mm
Hojd 1130 mm 1130 mm 1130 mm 1130 mm
Vikt 124 kg 150 kg 110 kg 165 kg

System och tillbehor

11004005 Mekanism for uppstélining

11002730 Sprinklersystem komplett

11004025 Utbytbar komplett trumma med skér 57/6
11004026 Utbytbar komplett trumma med frésborstar 57/20
11003369 Trumma fér diamantklingor

34556797 CONTEC diamantklinga 200 mm fér hard betong




